
WPL - 5000
ISHIDA High Speed Weigh-Price-Labeler





44 SANNO-CHO,  SHOGOIN,  SAKYO-KU
KYOTO,  606-8392  JAPAN
PHONE : 81-75-771- 4141
FACSIMILE: 81-75-751-1634
URL: http://www.ishidajapan.com

Specifications subject to change without notice

Printed on recycled paper.    Printed in Japan   1202(SK)00 No.3187

Model WPL-5000

Capacity /min. Display 4 kg / 2 g , 2 kg / 1 g
Display 10, 4 ” color touch display
Product tray size Length 65 mm to 410 mm, Width 40 mm to 300 mm, Height 15 mm to 150 mm.
Conveyor speed Variable

Label size
Upper labeler, (Cassette) Width 20 mm to 85 mm ,  Length 20 mm to 150 mm 
                          (non Cassette) Width 20 mm to 100 mm, Length 20 mm to 150 mm
Under labeler, (Cassette) Width 20 mm to 85 mm , Length 28 mm to 100 mm

Label roll Core    76 mm, Outside    230 mm (Cassette)    300 mm (non Cassette)
Printing speed MAX 255 mm / sec 
Resolution 8 dot / mm
Label applicator Air jet, Air cylinder jet, Air cylinder arm. 
Bar code variants EAN / UPC 8, EAN / UPC 13, EAN / UPC 128, CDE 128, ITF, PDF 417.
Interface TCP / IP (1 ch), RS232C (4 ch), I2NET (2 ch)
Memory Expandable CF card memory up to 32MB
Power Rating AC100 V to 240 V ± 10%  50 / 60 Hz
Air supply 0.5 Mpa
Operating temperature -5 C̊ to 40 C̊  
Humidity 20-80 % RH, non-condensing

Specifications

Dimensions  unit: mm (inch)
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